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Venture Lighting Emergency Twin Spot luminaires provide 3 hour non-maintained emergency lighting when you

need it most. The twin spots are adjustable for optimal utilisation of the efficient 128 LPW LEDs.
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Electrical Data

Part Code Input (W) Input (V) ±10% Input (Hz) LED (W) Input (A) Electrical Class Power Factor THD (%)

EMG014 3.2 220-240 50/60 3.2 0.05 1 >0.8 <20

Photometric Data

Part Code Lumens LPW Rated Life (Hrs) CCT (K) CRI (Ra) Beam (°) Emergency
Duration (Hrs)

EMG014 385 128 50,000 6000 >80 60 >3

Physical Data

Part Code Lens Type Case Material Dimensions (mm) Weight (kg)

EMG014 Polycarbonate ABS 280 x 305 x 55 1.14

Environmental Data

Max. Ambient (°C) 40

Min. Ambient (°C) -20

IP Rating 20

L E D  E m e r g e n c y  T w i n  S p o t  -  I P 2 0



Venture Lighting Europe Ltd., Trinity Court, Batchworth Island, Church Street, Rickmansworth WD3 1RT, United Kingdom 
 Tel: +44 (0) 845 230 2222, Fax: +44 (0) 845 230 2077, www.venturelightingeurope.com  

EMG014

L E D  E m e r g e n c y  T w i n  S p o t  -  I P 2 0


