
Technical Specifications

Product Information

Driver data Sheet
DIM

Input rated Voltage AC220-240V

Frequency 50/60Hz

Input Voltage AC185-265V

Efficiency  85%  

Total load Wattage 60±5W

Power Factor  ＞0.9

Rated input current

Full load output Voltage 84-96

Rated output current 275mA

Output current range 275mA±5%

Power tolerance ±10%

Current output tolerance ±5%

Withstand voltage 1500V

Short circuit protection PASS

Overload protection PASS

No-load protection PASS

Model Voltage Power Power
Factor

Lumen
(±5%)

Beam
angle CCT Lifespan CRI Dimmable Dimension

   S15078 AC185-265V 60W >0.9 5400 120° 4000K 25000h >80 No                     1810*75*25mm

  

Fixture Compatibility
Rated 

Wattage
Electrical

Classification
Ingress

Protection 
Operating

Temp
Operating
Humidity

Storage 
Temp

60W I IP20 -20oC-45oC 0-90% -20°C-65°C

≤0.26
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1m 306.12cm435.0,1510lx

2m 612.25cm108.7,377.4lx

3m 918.37cm48.33,167.8lx

4m 1224.49cm27.19,94.36lx

5m 1530.61cm17.40,60.39lx

6m 1836.74cm12.08,41.94lx

7m 2142.86cm8.877,30.81lx

8m 2448.98cm6.797,23.59lx

9m 2755.10cm5.370,18.64lx

10m 3061.23cm4.350,15.10lx

Height Eavg,Emax DiameterAngle:113.68deg

Flux out:3240 lm

Note :The Curves indicate the illuminated area and the average
illumination when the luminaire is at different distance.
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Average Lumen Maintenance and Chromaticity Shift VS. Time

Polar Diagram Comparison

AVERAGE BEAM ANGLE(50%):115.9 DEG

UNIT:cd
C0/180,118.9
C30/210,116.8
C60/240,114.2
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Installation

Packaging Information

SIZE(CM) N.W/pc
(KGS) G.W.(KGS) Q'TY(PCS)

Carton 183.5*32.5*18 0.72 16 20

CTNS Q'TY(PCS) VOLUME(CBM)

20'' standard
container 260 5200 27.91

40'' standard
container 633 12660 67.95

rved.


